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ORAFOL® Products for Automotive Manufacturing
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AM16

 Anti-Repulsion Properties (AM16)

 PE-Foam-Products: 

 1855 (900 µm, AM16, black)

 1874 (950 µm, AM16, white)

 1875 (500 µm, AM16, white)

 1865 (500 µm, AM16, black)
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AM16

 Peel Performance (AM16)
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AM16

 Anti-Repulsion Properties (AM16)
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AM16

 Emission-Performance (AM16)
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13164* (160 µm, AM16)



ORABOND Solutions for…

- Noise reduction

- Interior

- Exterior

- Power Train
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Badge Mounts

Licence Plate Fixing

Wheel Weights

Stone Guard Trims

&

Body Panel Protection

Seat ComponentsCockpit

Interior Roof Fixation

NVH

Mirror Mounting

Brake Shims

Electronics

Batteries

Door Sill Plates

Doors



ORABOND® Automotive Interior
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NVH Products
“Solutions for Noise Vibrations and Harshness”
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NVH Products
“Solutions for Noise Vibrations and Harshness”

ORABOND® Automotive Interior
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ORABOND® Automotive Interior
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ORABOND® Automotive Interior S-Class 

NVH Products
“Solutions for Noise Vibrations and Harshness”

OEM-Part Approval

 Glasses holder Mercedes S-Class
 Die-Cuts 

 Soft-touch against glass scratches

 Fabric is adhered using ORABOND 1359
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ORABOND® Automotive Interior

 Spacer Tapes

 1160 (50 µm, A1)

 1170 (80 µm, A7)

 1172 (150 µm, A7)

 Highly Opaque Tapes

 1176 (50 µm, A7)

 High-Shear transparent

 1375/1377 (60/120 µm, A7)

 Low Emission Tapes

 1358LF (160 µm, AD6)

 13164 (160 µm, AM16)

 LSE-Surfaces

 1324/25/27/28 (30, 60, 90, 120 µm, AM12)

 1198/119808 (70 µm, colorless/black, AM10)

 1195/119508 (130 µm, colorless/black AM10)

 Soft Touch Steering wheel

 14212/4/6 (100/160/230µm, SR05)

 Assembly

 1397PP (210 µm, AM2) Jaguar, Land Rover, Mini
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ORABOND® Automotive Interior



Trim & Emblem Mounting

“Ensured Permanent Bonding”

 ORABOND UHB04064G

 Acrylic foam, 0.64 mm, grey, 

for painted surfaces

 ORABOND UHB03064W

 Acrylic foam, 0.64 mm, grey, 

for painted surfaces
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ORABOND® Automotive Exterior



Mirror Mounting
“reliable and permanent bonding”

 ORABOND 1810
 1100 µm, white PE-foam (67 kg/m³)

 TÜV-approved

 UL 969 listed

 long period creep resistance

 Pure acrylate, good UV-resistance

 ORABOND 1812 TM
 1100 µm, white PE-foam (55 kg/m³)

 High adhesion to LSE

 ORABOND 1808
 600 µm, black PE-foam (180 kg/m³)

 High initial adhesion and high shear strength

 High adhesion to LSE
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ORABOND® Automotive Interior/Exterior

Heated Mirrors

 ORABOND 1197PP / 119708
 210 µm, 12 µm PET-carrier

 modified acrylic adhesive

 Extreme shear & temperature resistance 

 excellent bonding to LSE

 ORABOND 1375 / 1377
 60 / 120 µm transfer tape

 Pure acrylate

 Excellent aging and temperature resistance

 Excellent UV-resistance



Mirror Mounting
“reliable and permanent bonding”

 ORABOND 1826
 800 µm, white PE-foam (95 kg/m³)

 Extreme shear & temperature resistance 

 Excellent bonding to LSE

 ORABOND 1820
 800 µm, white PE-foam (95 kg/m³)

 Pure acrylate

 Excellent aging and temperature resistance

 Excellent UV-resistance
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ORABOND® Automotive Interior/Exterior

 ORABOND 1874
 800 µm, white PE-foam (95 kg/m³)

 Extreme shear resistance against low angle peel

 Excellent bonding to LSE

 ORABOND 1855
 800 µm, black PE-foam (185 kg/m³)

 High adhesion to LSE

 Extreme shear resistance against low angle peel
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Brake Shims
“high quality damping materials”

 Acrylics

 Broad Damping Profile

 1373W/1373PT (100 µm, A1)

 1160/1162 (50 µm, A1)

 Silicones

 High Temperature Resistance

 1309/1310 (50 µm/80 µm, silicon adhesive)

 Cold-Noise

 New generation

 Very Broad Damping Profile
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ORABOND® Automotive – Power Train

Li-Ion Battery 
“reliable and permanent bonding”

Separator pads for Lithium-ion batteries

 ORABOND® 1853
 400 µm, white PE-foam (95 kg/m³)

 Extreme shear & temperature resistance 

 Excellent bonding to LSE

 Very precise thickness



PO-Foams

13161

13162

13163

13164

13165

PVC & EPDM
Skived Foam

1368

1370

1325

EPDM and PUR
Sheets

1359/1349

1348 

1399

1397

EPDM 
Extruded 
Profiles 

1359/1349

1358LF

1489/1489LT

1349GI/1350GI

Polyurethane 
open cell

1358

1459

1358LF

1345

NBR/SBR
Rubbers

1358

1358LF

1396/1399

ORABOND® Products for Automotive

Foam Applications
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